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INSTALLATION AND MAINTENANCE TIPS :

n Supplemental Xeri-Bug Emitters are placed next to larger plants with higher water requirements.

n Flush the zone upon installation and 2-4 times per year.

n Install AR Valve Kit at high point in the system.

n Leave XF Series Dripline coil in the sun while preparing for installation.

n Use the Xeriman Tool to install the emitters into XF Series Dripline.

TO DO LIST : 

n Assemble Control Zone Kit and connect to water source.

n Conection to Control Kit.

n Cut lengths of XF Series Dripline to assemble grid in planting area.

n Connect lengths of XF Series Dripline to Lock Type Fittings (or use XF Dripline fittings) 
 to create grid. Add Air Relief Valve Kit to the zone.

n Insert Xeri-Bug Emitters into XF Series Dripline to provide supplemental watering for larger plants.

n Stake XF Series Dripline grid in place and flush until clean water flows.

n Install planting material.

TIME: (approx.)
1 hr
5 min
10 min/15 meters
25 min/15 meters

3 min/Emitter
5 min/3 meters

AIR VALVE KIT MDCF FITTINGS

XfD-23-33  XF Series Dripline 2.3 l/h @ 33cm spacing
XCZ-100-PRf 1” Control Zone Start-Up Kit
AR Valve Kit Air Relief Valve Kit 
Bf-XX Lock series Lock Type Fittings 
OR
XfD series XF Dripline 17mm Insert Fittings 
XB XX* Xeri-Bug Pressure Compensating 
  Drip Emitters (1.33 to 7.20 l/h)
XQ series 4-6 mm Distribution Tubing
ts-025 6 mm Tubing Stake 
C12 Tie Down Stake
Xm tool Xeriman Installation Tool
DCB-025 Diff user Bug Cap
* Select appropriate emitter fl ow rate

Dense or Combination Applications
solution

Up to 60% water savings due to zero wind loss

Low maintenance results in labor savings

No runoff  = reduced liability in high traffi  c areas

XF Dripline is easy to install, resulting in labor saving

XF Series Dripline Grid with Xeri-Bug Emitters

Advantages

installation

 sLoPEs
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tuBinG stAKE
W/CAP

AiR RELiEf VALVE

tiE DoWn stAKEs

XB EmittER

Lock type fittings
or XfD fittinGs

Xf sERiEs DRiPLinE



2 2 www.rainbird.eu

TIME: (approx.)

1 hr

10 min/15 meters

20 min/15 meters

5 min

5 min/3 meters

8 min/Emitter

3 min/Stake

2 min

XfD-23-33      XF Series Dripline 2.3 l/h @ 33 cm spacing
XCZ-075-PRf     3/4” Control Zone Start-Up Kit
Bf-XX Lock series      Lock Type Fittings.
XfD series      XF Dripline 17 mm Insert Fittings
C12      Tie Down Stake
XB XX*      Xeri-Bug Pressure Compensating 

Drip Emitters (1.33 to 7.20 l/h)
XQ series      4-6 mm Distribution Tubing
ts-025      6 mm Tubing Stake
DCB-025      Diff user Bug Cap
* Select appropriate emitter fl ow rate

INSTALLATION AND MAINTENANCE TIPS :

n Supplemental Xeri-Bug Emitters are placed next to larger plants with higher water requirements.

n Flush the zone upon installation and 2-4 times per year.

n Install Xeri-Bug Emitters with the Xeriman Tool (XM Tool) for 50% faster installation.

n Leave XF Series Dripline coil in the sun while preparing for installation.

TO DO LIST : 

n Assemble Control Zone Kit and connect to water source.

n Cut lengths of XF Series Dripline to build grid in planting area.

n Connect lengths of XF Series Dripline to Lock Type Fittings (or used XF Dripline Fittings) to  
 create grid.

n Connection to Control Zone Kit

n Stake XF Series Dripline grid in place.

n Punch self-piercing barb inlet of Xeri-Bug Emitters into XF Series Dripline, 
connect 4-6 mm tubing to barb outlet and run 4-6 mm tubing to larger plant.

n Stake tubing in place and attach Diff user Bug Cap on the end.

n Flush system until clean water fl ows.

n Install planting material.

XFD XM TOOL XB XX

Up to 60% water savings due to zero wind loss

Low maintenance results in labor savings

No runoff  = reduced liability in high traffi  c areas

XF Dripline is easy to install, resulting in labor savings

XF Series Dripline Grid with Xeri-Bug Emitters

installation

Combination Applications

fLoWER BED
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XB EmittER

tuBinG stAKE W/CAP

Xf sERiEs DRiPLinE

AiR RELiEf VALVE

tiE DoWn stAKEs

Lock type fittings 
or Xf Dripline 

fittings



At Rain Bird®, we believe it is our responsibility 
to develop products and technologies that use 
water efficiently. Our commitment also extends to 
education, training and services for our industry and 
our communities.

The need to conserve water has never been greater. 
We want to do even more, and with your help, we can. 
Visit www.rainbird.com for more information about 
The Intelligent Use of Water. TM

The Intelligent Use of Water.™
LEADERSHIP • EDUCATION • PARTNERSHIPS • PRODUCTS

Rain Bird Europe SNC
900, rue Ampère, B.P. 72000
13792 Aix en Provence Cedex 3
FRANCE
Tel: (33) 4 42 24 44 61
Fax: (33) 4 42 24 24 72
rbe@rainbird.eu - www.rainbird.eu

Rain Bird Iberica S.A.
Polígono Ind. Pinares Llanos
c/ Carpinteros, 12, 2ºC
28670 Villaviciosa de Odón, Madrid
ESPAÑA
Tel: (34) 91 632 48 10
Fax: (34) 91 632 46 45
rbib@rainbird.eu - www.rainbird.es
portugal@rainbird.eu - www.rainbird.pt

Rain Bird France SNC
900, rue Ampère, B.P. 72000
13792 Aix en Provence Cedex 3
FRANCE
Tel: (33) 4 42 24 44 61
Fax: (33) 4 42 24 24 72
rbf@rainbird.eu - www.rainbird.fr

Rain Bird Deutschland GmbH
Oberjesinger Str. 53
71083 Herrenberg-Kuppingen
DEUTSCHLAND
Tel: (49) 07032 99010
Fax: (49) 07032 99011
rbd@rainbird.eu - www.rainbird.de

www.rainbird.eu

Rain Bird Sverige AB
Fleningevägen 315
260 35 Ödåkra
SWEDEN
Tel: (46) 42 25 04 80
Fax : (46) 42 20 40 65
rbs@rainbird.eu - www.rainbird.se

Rain Bird Turkey
Ístiklal Mahallesi,
Alemdağ Caddesi, N° 262
81240 Ümraniye Ístanbul
TURKEY
Tel: (90) 216 443 75 23
Fax: (90) 216 461 74 52
rbt@rainbird.eu
www.rainbird.com.tr
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